
QD3300 Document Camera
Top-Rated & Cost-Effective

ADVANCED TECHNOLOGY
• Input / Output: VGA, Audio
• 720p Resolution
• 12x Optical
• RS232 Control
• Backlit Stage

720p RS232
Connections Video 

Capture
120x 

Total Zoom
Blacklit 
Stage

Great for K12
With a low price, the QD3300 
retains great optics, bright 
lighting, and a varity of features.
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QD3300 Document Camera
Video Inputs

VGA (2), 
Audio (2)

Video Output
VGA (2)
Audio Mini Jack

INPUT/OUTPUT

Image Sensor 2.0 MP CMOS

Output Resolution
XGA, SXGA, WXGA
720p

Optical Zoom 12X

CAMERA

Image Storage 128

Image Functions

Negative, Freeze, 
Split, Title, Mirror, 
Rotation

IMAGING FEATURES

Rotation 0° 90° 180° 270°

USB Plug-n-Play

Frame Rate 24 fps

Connectivity
USB Image/Video 
Capture

OS Support
XP/Vista/7/8, 
Mac, Linux

PC CONNECTIVITY

LIGHTING

Lighting 2 LED Arm Lights

Light Box 8.5" x 11" LED

CONTROL

RS232 Control 
Document Camera

Yes

RS232 Control 
Projector

Yes

Input Switching Yes

Shooting Area 12.5" x 9.5"

OTHER

Weight 12 lbs

Power Consumption 12W

Dimensions 
(WxDxH) Setup

20" x 21" x 22.5"

Dimensions 
(WxDxH) Folded

20" x  16" x 4.5"
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2.0 MP 
Sensor

120x 
Total Zoom 

RS232
Control

720pVGA 
Input / Output
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