
FEATURES
• HDMI Input/Output
• 8x Optical Zoom
• Crisp image, up to  
 1080p resolution
• SD card slot & 
 internal memory
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Color system NTSC / PAL system

Resolution 

Color System

XGA, SXGA, WXGA, 720p, 1080p

Total Pixels    2 MP

Zoom 8x Optical Zoom 

Camera Rotation Free

Focus Auto/Manual selectable

White balance Auto/Manual

Negative/positive 
conversion

Yes

Black/white and color 
selection

Yes

Image Freeze Yes

Split Image Yes

Image Title Yes

Image Rotate 0 90 180 270

Mode Text/Image

32 frames saved in Flash ROM,  
4 x 4 multiple screen display

SD Card (support up to 32G)

Lights Arm light: 1.5W LED lamps x 2

VGA

Mic In (embeded)

HDMI

HDMI

VGA (2)

Composite Video OUT (RCA) 

Operating system Windows XP / 7 / 8

CPU higher than P2.4GHz

Memory higher than 256 MB

USB port USB 2.0 Type A

HDMI port HDMI 1.3 compliant

Power source 12VDC, AC adapter 100-240VAC

Power consumption 15W

Folded: 7" x 14.5" x 6" 
(178 x 368 x 152mm)

Setup: 7" x 10" x 22" 
(178 x 254 x 559mm)

Weight N.W: 5 lbs (2.3KG)

QPC70

Dimension (W x D x H)

Output connectors

Hardware Requirement

Image Save & Recall

Input connectors
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